
Egyenes displayfal Összeszerelési útmutató

CSOMAG TARTALMA:
• 1 db nyomat
• 1 db textiltasak
• 2 db talp
• 2 db tüske és adapter a talphoz
• 1 db hordtáska a talpakhoz
• 7 db, a méretnek megfelelő rúdelem

FIGYELEM!
A rúdelemek akkor illeszkednek he-
lyesen, ha hallja bepattanni az összes 
gömbrugót.
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EGYOLDALAS NYOMAT

Szerelje a talpakra a tüskéket és 
az adaptereket.

Egyoldalas nyomat esetén: 
A fenti rúdelemeket illessze össze 
az íves kicsi sarokelemmel, amíg 
nem kattan.

Az egyik oldalról elkezdve húzza 
a nyomatot a rúdra.

Az aljáról tolja a függőleges rúdele-
meket a nyomat bújtatójába és nyom-
ja össze az íves sarokelemekkel.

A nyomatot egyenletesen húzza le 
a rúdelemeken.

Helyezze a szerkezetet a talpakra.

Kétoldalas nyomat esetén: 
Illessze össze a fenti íves sarokele-
met az egyenes elemmel és a kicsi 
sarokelemmel.

Az íves sarokelemeket illessze össze 
a függőleges rúdelemekkel.

A nyomatot egyenletesen húzza 
a szerkezetre.

Helyezze a szerkezetet a talpakra.
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FELÁLLÍTÁS:

2

3

KÉTOLDALAS NYOMAT



Dispay Wall Basic Assembly Instructions

SCOPE OF DELIVERY:
• 1 Print
• 1 Carry bag
• 2 Base plates
• 2 Spikes (with adapter) for base plates
• 1 Carry bag for base plates
• 7 Tube sections according to the size
 of the system

NOTE:
For safe plug-in of the tube sections,
always make sure the spring-buttons 
snap in!
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SINGLE-SIDED PRINT

Mount the spikes (with adapter) onto
the supplied ground fittings.

SINGLE-SIDED PRINT 
Join the two angled sections and 
the straight tube section to define 
the width of the frame.

Insert the assembled tube sections
into the sleeve of the print, starting
from one side.

Attach vertical tube sections to 
the angled sections in the sleeve of 
the print.

Pull the print evenly down the frame.

Mount the frame onto the base 
plates.

DOUBLE-SIDED PRINT 
Join the two angled sections and 
the straight tube section to define 
the width of the frame.

Attach vertical tube sections to the
angled sections.

Pull the print evenly down the frame.

Mount the frame onto the base plates.
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ASSEMBLY:
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DOUBLE-SIDED PRINT


