
Feszített textilkeret (50 mm profil) Összeszerelési útmutató

Helyezzen be a keret alsó profiljába 
2 db csavarrögzítőt.

A keretprofilokat egymásra merőlegesen 
kell egymásba tolni és a mellékelt imbusz-
kulccsal rögzíteni.

A csavarokat dugja át alulról a talpon 
és a távtartón, majd a csavarrögzítővel 
csavarja be.

A gumilappal ellátott nyomatot a keret 4 sar-
kából kiindulva rögzítse a profilok nyílásába.

Helyezze a csavarokat az oldalsó talpon 
lévő lyukakba és belülről lazán csavarozza 
rájuk a trapéz alakú csavarrögzítőket.

Ezután tolja be a csavarrögzítőket a profilba, 
illetve az oldalsó talplemeznél a csavarrög-
zíítőt dugja be.

A profilösszekötőket húzza meg az imbusz-
kulcs segítségével. 
Figyelem: Ügyeljen a csavarösszekötők he-
lyes behelyezésére (lásd lenti képek), csak 
így lehet azokat biztonságosan rögzíteni.

A keretprofilokat egymásra merőlegesen 
kell egymásba tolni és a mellékelt imbusz-
kulccsal rögzíteni.

A gumilappal ellátott nyomatot a keret 4 sar-
kából kiindulva rögzítse a profilok nyílásába.

A keret bal és jobb részét szerelje 
külön-külön össze. A merevítő profilt a ke-
retprofil belső alsóés felső nyílásába kell 
tolni, majd a lenti rajz szerint pozícionálni. 
Húzza meg a csavarokat.

A keret két felét illessze össze a megfelelő 
összekötő elemek segítségével (lásd 12 a. 
és 12 b. képek). 
Figyelem: Ügyeljen a csavarösszekötők 
helyes behelyezésére (lásd lenti képek), 
csak így lehet azokat biztonságosan 
rögzíteni.

Csavarja lazán a talpra a csavarrögzítőt.

Tolja be a keret alsó profiljába a csavarrög-
zítőkkel ellátott talpakat és állítsa azokat a 
megfelelő pozícióba.

Húzza meg a csavarokat, ameddig a talp 
nem áll stabilan.

A keretprofilokat egymásra merőlegesen kell 
egymásba tolni és a mellékelt imbuszkulcs-
csal rögzíteni.

A gumilappal ellátott nyomatot a keret 4 sar-
kából kiindulva rögzítse a profilok nyílásába.
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A CSOMAG TARTALMA
· Előszerelt keretelemek
· Imbuszkulcs
· Választható talp:
  - Ívelt talp
  - Lapos talp
  - Oldalsó talp
· 2,51-4 m-es méretnél összekötő elemek (A)
· 4,01 méter fölött összekötő elemek (A), erő-
sített összekötő elemek (B), merevítők (E)

ÖSSZESZERELÉS ÍVELT TALP ESETÉN

ÖSSZESZERELÉS OLDALSÓ TALP ESETÉN ÖSSZESZERELÉS NAGYMÉRETŰ KERETEK
ESETÉN (2,51 M FELETT)

ÖSSZESZERELÉS LAPOS TALP ESETÉN
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Figyelem: a csavarrögzítők helyes beállítása

helyes beállítás

A merevítő elem pozícionálása 2,51 - 4,8 m
hosszú keret esetén:

rövid profil hosszú profil

hosszú profil rövid profil

A felső és alsó
profilelemek
illesztése a merevítő
elem ellentétes
oldalán legyen
(lásd rajz). 
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A merevítő elemek pozícionálása 4,81 - 7 m
hosszú keret esetén:

fél profil

a merevítőket
a keret harma-
dolójába kell
pozícionálni

fél profil

fél profil fél profil
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Display Wall Q-Frame®, Profile 50 mm Assembly Instructions

Hungarodekor Kft. 1046 Budapest, Kiss Ernő u. 3/A. www.zaszlo.eu

SCOPE OF DELIVERY
· Pre-assembled profile sections
· Allen key
· Base options:
  - Angle foot incl. mounting accessories
  - Flat foot incl. mounting accessories
  - Side foot incl. mounting accessories
· With sizes from 2.51 to 4.00 m:
 additional profile connectors (A)
· With sizes starting from 4.01 m:
 additional profile connectors (A) and reinforced
 profile connectors (B) as well as support profile(s)

Insert the sliding blocks (2 sliding blocks 
per foot) into the lower profile section.

Fasten the right angle brackets with pre-as-
sembled profile inserts.

Insert the screws through feet and spacers 
and secure them into the sliding blocks.

Mount the image on display using the keder 
sewn on all sides, starting at the 4 corners of 
the frame.
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ANGLE FEET ASSEMBLY

Insert the screws through the holes of the 
side feet and the side guide, then loosely 
screw the trapezoidal slot nuts from inside.

Insert the slot nuts into the profile first and 
then follow with the side guide slot nuts.

Tighten all profile connectors screws with the 
allen key. 
Note: Ensure the correct alignment of the 
slot nuts, only this way a safe connection is 
possible.

Fasten the right angle brackets with pre-as-
sembled profile inserts.

Mount the image on display using the keder 
sewn on all sides, starting at the 4 corners of 
the frame.
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SIDE FEET ASSEMBLY

Assemble both halves of the frame separately and 
slide the support bar(s) into the inner slot of the 
upper and lower profile sections, according to the 
draft below, align them and tighten the screws.
Assemble the frame profiles with connectors:

Profile length – sizes from 2.51 to 4.00 m:  
Insert each profile connector (A) halfway into 
the upper or lower groove of the respective 
profile and tighten both screws. 
Profile length – sizes from 4.01 m:  
Insert each profile connector (A) halfway into 
the lower groove of the respective profile.

Insert the screws through the holes of the rein-
forced profile connector (B) and loosely screw the 
trapezoidal slot nuts from underneath.

Insert the reinforced profile connector with the slot 
nuts into the upper groove of the respective profile. 
Insert both profile connectors into the 2 profile.

Screw the profile halves together and tighten 
all the screws of the profile connectors with the 
allen key. 
Note: Ensure the correct alignment of the slot 
nuts, only this way a safe connection is possible.
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LARGE PROFILE ASSEMBLY (FROM 2,51 M)

Fix 2 sliding blocks and screws slightly onto 
each flat foot.

Slide the sliding blocks on the feet into the slot of 
the lower profile section and align them.

Tighten the screws until the sliding blocks are 
properly fixed in the slot of the frame.

Fasten the right angle brackets with pre-as-
sembled profile inserts.

Mount the image on display using the keder 
sewn on all sides, starting at the 4 corners of 
the frame.
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FLAT FEET ASSEMBLY
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Note: correct alignment of the slot nuts

correct alignment

Position support bar (s) with widths from 2.51 m to 4.8 m:

short profile section long profile section

long profile section short profile section

arrange short and
long profile section
staggered, mount
support bar
centred in the
frame su

pp
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Position support bar (s) with widths from 4.81 m to 7.0 m:

profile section

support bars
spaced at
intervals of 1/3
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profile section profile section
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